Connectors

Circular Connectors

KLS15-225-M25 M25 Connector

Mateial and spec:
Coupling:Threaded coupling

Shell material:Zinc alloy with nikelplate
Insert material:bakelite

Contact material:siwerplatedcoper/gold
Terminaion:Solder

Mating cycle:500

Temperature range:-20°C~+85°C
Cable diameter:<@11.5mm
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Number of contact
Rated current\Voltage 20A300V 20A300V | 15A250V | 15A250V | 12A250V | 12A250V | 7A150V TA150V 5A150V
Operation Tinit Voltage 500V 500V LOOV LOOV 300V 300V 200V 200V 200V
est Toltage 2000V 2000V 2000V 1500V 1500V 1500V 1500V 1500V 1500V
nsultion sesistance Q) eSOV | 2000V 2000V | 2000V | 2000V | 2000V | 2000v | 2000V | 2000v | 2000V
Contact resistance Q) dcla 1 1 1 1 1 1 3 3 3
Contact resistance 80) 2.4 2.4 2.4 2.4 2.4 2.4 1.6 1.6 13
Solder inter dianter ¢0) 35 35 35 3.0 3.0 3.0 2.0 2.0 15

ORDER INFORMATION
Product NO.: KLS15-225-M25-4F

Pos. NO.

4 pins(2,3,4,5,6,7,8,10,12 pins)
F=Plug;M=Socket

M25: M25 Shell Size

Series No-

Kls g!t/actronic

www.cnkls.com

All specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information
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