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Material
PIN |SIGNAL NAME| PIN [SIGNAL NAME| Housing L CP»30%G.F UL 94 V-0
A1l GND  [Biz|  GND ousingit L3020l -
L O o =i < e i T 1| E 4 A2 | SSTXP1 | B11| SSRXP1 Contact:C7025,T=0.15mm;50u" Nickel Min,
= A3 SSTXNI | B10 | SSRXNT . "
OOmOOMm@ a m VLS 59 VBUS Contact area Gold plating (AU Tu™)
Q0 m o A5 1 B8 SBUZ Soldering area Gold plating G/F
= < A6 DP1 B7 ONZ : e _
S S 7 o] T oP7 Middle clip:SUS301 T=0.75mm
o 5 A8 | SBUI | B5 ccz Shell:SUS304, T=0.30mm,50u" Nickel Min
3 A9 vBUS | B4 | VBUS
A10| SSRXN2 | B3 | SSTXNZ '
0.70+0.05 Al1| SSRXP2 | BZ | SSTXPZ Electrical
A12 GND B1 GND ,
. 2620 0L Rated ('U/'/"E'/?f5A N
S| vly g 347006 Lo Contact Resistance:40Q Max (Initial value)
E SIS w 0.0 =7 50Q Max (After test)
~ S E Al A A2 = Insulation Resistance: 100MQ Min.
S
3 m 3 F@ Withstand voltage test: 100V AC R.M.S
S = im
i 0.10 ,
YR \_}Jﬂ—lg%{_ B2 - Mechanical
bz ‘ £ 804010 b1 | S Insertion Force : 5N 20N
7'5;0'75 150+0.07 130:0.07 8 Unmating Force: 8N 20N
‘ — ‘ ™ Thermostability:-SMT Reflow soldering
8644015 2.70+0.10 3.20+0.75 ) ,
(peak value 260°+5°).Plastic can’t have bubbles,
Bad discoloration such as glue melting,
% Warpage deformation within tolerance
(@) © . i Durability:10000 Cycles
0.45+0.05 j J LL I Salt spray test:48H Min
E‘ Operating Temperature:-30°C 7O +85°C.

NI = 1,111, 1,1} :@E ) The products must be tested for soldering tin,
N and the tin bonding area shall reach more than 95%
S| o 0.25:0.05
I 0.22:0.05] | Pitch=0.50
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Note:
1. Send the upper and lower tapes to the fape carrier for adjustment, then put the products into the download tape in the specified way, starf the fape winder for winding

(Reel / 1000pcs), and wrap the upper tape for at least 20cm after winding;
2. Stick the material and RoHS label on the designated position on the surface of each coil of the coil thatis OK and put it into the carton. Pack 10tray per carton

3. The carton shall be sealed with sealing tape. The tape shall be /-shaped and shall not cover the label,
4. Stripping force of upper belt: 0.7-12N
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Carton Size: 2-100 0.60 Product Edge
34034 0x32.0 cm §64
RECOMMENDED P.CB. LAYOUT(TOP VIEW)
TOLERANCE UNSPECIFIED +0.05mm
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